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1
ASSESSMENT OF SOLUTE PARTITIONING
IN CRUDE OILS

FIELD OF THE INVENTION

This invention provides methods for assessing the parti-
tioning of solutes between oil fractions and water.

BACKGROUND OF THE INVENTION

Petroleum processing and extraction typically results in the
interaction of various chemicals with a crude oil, crude oil
fraction, pipelineable fraction, or refinery stream. Due to the
large number of crude oil compositions and further variations
introduced by processing of crude oils, a vast number of
combinations of petroleum fraction plus additive are pos-
sible. Performing a detailed analysis of each possible combi-
nation is impractical for a variety of reasons. As a result, it is
desirable to have methods which can allow for prediction of
the properties and/or outcomes when a substance is added to
a petroleum fraction or refinery stream.

Previous journal articles describes prediction of partition
coefficients of organic solutes between water and immiscible
solvents. (See Leo et al., Chem. Rev., Vol. 71, pg 525 (1971)
or Journal of Organic Chemistry, Vol. 36, pg 1539 (1970).)
The article describes efforts to develop a linear correlation
between partition coefficients for the octanol-water system
and partition coefficients for various organic solvents with
water. The organic solvents in the journal article are solvents
having ten carbons or less.

SUMMARY OF THE INVENTION

In one aspect, a method is provided for predicting a parti-
tion coefficient for a solute between a petroleum fraction and
water. The method includes selecting a solute class for a
solute; determining a solubility constant of water in a petro-
leum fraction; calculating a solute activity factor based on the
solubility constant of water in the petroleum fraction, a solu-
bility constant of the solute in water, a partition coefficient for
the solute in octanol and water, and the solute class; and
predicting a partition coefficient for the solute in the petro-
leum fraction and water based on the partition coefficient for
the solute in octanol and water, the solute activity factor, and
a scaling factor based on the solubility constant of water in the
petroleum fraction.

In another aspect, a method is provided for predicting a
partition coefficient for a solute between a solvent and water.
The method includes identifying a plurality of solute classes;
fitting parameters for determining a slope in a linear or quasi-
linear relationship between a partition coefficient in a solvent
and water and a corresponding partition coefficient in octanol
and water, the parameters for determining the slope corre-
sponding to coefficients in a polynomial expression, the fit-
ting of parameters being based on a plurality of solvent-water
systems; selecting a solute class for a solute; determining a
solubility constant of water in a solvent, the solvent being
different from solvents in the plurality of solvent-water sys-
tems; calculating a solute activity factor based on the solubil-
ity constant of water in the solvent, a solubility constant of the
solute in water, a partition coefficient for the solute in octanol
and water, and the solute class; and predicting a partition
coefficient for the solute in the solvent and water based on the
partition coefficient for the solute in octanol and water, the
solute activity factor, and a scaling factor based on the solu-
bility constant of water in the solvent.
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2
BRIEF DESCRIPTION OF THE FIGURES

FIG. 1 provides a suitable process flow for estimating a
partition coefficient according to the invention.

FIG. 2 shows ratios of octanol-water partition coefficients
versus measured partition coefficients for various solvent-
water systems.

FIG. 3 shows ratios of estimated partition coefficients
according to the invention versus measured partition coeffi-
cients for various solvent-water systems.

FIG. 4 shows the linear or quasi-linear nature of the rela-
tionship between octanol-water partition coefficients and sol-
vent-water partition coefficients for solutes from a single
class.

FIG. 5 shows the relationship between solute activity fac-
tors and correlating values for various solute classes.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

Overview

Invarious embodiments, methods are provided for predict-
ing the partition coefficient of a solute between a petroleum
fraction and water. Examples of solutes include scale inhibi-
tors, corrosion inhibitors, gas hydrate formation inhibitor, or
other types of compounds that may be added to a petroleum
fraction during extraction, transport, or processing. The
methods allow for prediction of the partition coefficient using
values that can be determined either in advance or that are
relatively easy to determine on site at a refinery or extraction
facility.

The method described herein allows the existing octanol-
water partition database to be used to provide information
regarding partitioning between water and a petroleum frac-
tion or other solvent. The use of the existing octanol-water
partition database is enabled in part by the discovery that the
partition coefficient for a solute in water versus a petroleum
fraction can be correlated with the partition coefficient for the
solute in water and octanol and with the solubility of water in
the petroleum fraction. Based on this discovery, determining
the solubility of water in a petroleum fraction can allow for
estimation or prediction of a partition coefficient for a solute
between water and the petroleum fraction if an octanol-water
partition coefficient is available.

The improved estimates of partition coefficient provided
according to the invention are based in part on the recognition
that solutes can be divided into a plurality of classes. This
allows a family of linear or quasi-linear relationships to be
developed between octanol-water partition coefficients and
petroleum fraction-water (or other solvent-water) partition
coefficients. The classes are not dependent on whether the
petroleum fraction shares a common functional group with
octanol. Instead, the classes can be defined based on structure
and/or properties of the solute that is being partitioned.

It is noted that the estimated partition coefficient provided
according to the invention may provide only a qualitative
assessment of partitioning, as opposed to a quantitative result.
However, a qualitative assessment can still provide many
advantages. In a commercial setting, it is often relevant to
know the order of magnitude of solute concentration resulting
from partitioning between a petroleum fraction and water. For
example, such an order of magnitude estimate can allow for
determination of whether a given additive will be present in
the petroleum fraction in a concentration that is detrimental to
a downstream process, or whether the concentration will be
low enough that a further investigation is not needed. Simi-
larly, an order of magnitude estimate can indicate whether a
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substantial portion of an additive is being dissolved in water
adjacent to an extraction site, or whether the additive is pri-
marily being extracted along with the petroleum fraction.
Definitions

In this discussion, a petroleum fraction is defined as an oil
stream containing at least 50 wt % of oil derived from a
mineral source. Such a definition includes whole or partial
crude oils either prior to or after extraction. The definition
also includes oil streams derived from a whole or partial crude
after one or more distillation, blending, and/or processing
steps. A petroleum fraction as defined herein can optionally
include one or more additives that are added to the petroleum
fraction to facilitate extraction, transport, or processing of the
petroleum fraction. Preferably, the petroleum fraction con-
tains at least 75 wt % of oil derived from a mineral source, and
more preferably at least 90%. For a petroleum fraction con-
taining less than 100 wt % of oil derived from a mineral
source, a portion of the non-mineral oil content can optionally
correspond to oil derived from a biological source. In some
embodiments, a petroleum fraction is defined to consist
essentially of oil derived from a mineral source. A petroleum
fraction that consists essentially of oil derived from a mineral
source excludes petroleum fractions that contain oil derived
from a biological source, such as oils derived from plants,
animals, or algae. A petroleum fraction that consists essen-
tially of oil derived from a mineral source includes oils that
have been modified by processing, such as hydroprocessing,
distillation, blending, and/or cracking. Note that modification
of'a petroleum fraction includes modification of the chemical
composition, such as increasing or lowering the hydrogen
content of the petroleum fraction. A petroleum fraction that
consists essentially of oil derived from a mineral source can
also include additives that are introduced into the oil in order
to facilitate extraction, transport, or processing of the oil. For
a petroleum fraction that consists essentially of oil derived
from a mineral source, the source or derivation of any addi-
tives to the mineral oil is not limited to mineral oil sources.
Examples of additives include scale inhibitors, corrosion
inhibitors, compounds for preventing or reducing hydrate
formation, and/or other compounds for facilitating extraction
or transport of oils. In a petroleum fraction that consists
essentially of oil derived from a mineral source, such addi-
tives can be present in the petroleum fraction in a typical
amount that results from use of such additives in a conven-
tional extraction or transport process.

A scale inhibitor is a composition suitable for use in inhib-
iting oil field scale formation. Examples of conventional scale
inhibitors include phosphonates, acrylic co-polymers and ter-
polymers, polyacrylic acid, phosphinocarboxylic acid, and
phosphate esters. Such scale inhibitors can optionally be
mixed with amines.

A corrosion inhibitor is a composition suitable for use in
reducing or preventing corrosion of equipment used in recov-
ery and transport of petroleum fractions. Examples of corro-
sion inhibitors include quaternary ammonium compounds,
such as alkylammonium compounds or alkoxylated alkylam-
monium compounds.

A gas hydrate inhibitor is a composition suitable for use in
reducing or preventing formation and/or agglomeration of
gas hydrates during oil extraction and transport. Examples of
gas hydrate inhibitors include alcohols and glycols, ammo-
nium compounds, amines and diamines, and hydroxycarby-
lamides.

Partition Coefficient

A partition coefficient is a value related to how a solute will
be divided between intermixed liquid phases at equilibrium.
A common reference system for describing a partition coef-
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ficient is water and octanol. Water and octanol have limited
miscibility, so a mixture of water and octanol will typically
form separate water and octanol phases. If a solute is intro-
duced into the mixture of water and octanol, the partition
coefficient describes the amount of the solute that will be
dissolved in the water phase versus the amount that will be
dissolved in the octanol phase.

A formal definition for the partition coefficient of a solute
in a solvent and water is

®

[solute]
Puoiure (solvent, water) = ———sbvent
[solute],ygrer

In the above equation, [solute],,,. refers to the concentra-
tion in solution of the solute in the given phase (such as
octanol, water, or a petroleum fraction) at equilibrium. When
referencing partition coefficient values, a logarithm of the
partition coefficient value is often used, such as log P
(solvent,water).

Octanol and water represent a commonly used solvent pair
for studying the partitioning of a solute between phases. As a
result, the coefficient P,,,,, (octanol,water) has been deter-
mined for a wide variety of compounds.

Conventionally, it has been postulated that partition coef-
ficients for various solvents and water may be related to each
other in a linear manner, so long as the various solvents have
similar functional groups. In a laboratory setting, this pro-
vides a way to extend the value of databases such as the
octanol-water database by allowing partition coefficients to
be predicted for a broader range of solvents. Unfortunately,
petroleum fractions typically contain a mixture of com-
pounds, and the number and nature of the functional groups in
a petroleum fraction may not be readily available without
extensive investigation.

In various embodiments, methods are provided for using
an octanol-water partition coefficient as the basis for deter-
mining a partition coefficient for a solute in a petroleum
fraction and water. Based on these methods, a series of linear
relationships (or quasi-linear relationships) can be deter-
mined between octanol-water partition coefficients and
petroleum-fraction water partition coefficients. It has been
discovered that the linear relationship to be used for a given
solute is dependent on the nature of the functional groups in
the solute. It has further been discovered that a scaling factor
or slope for the linear relationship can be determined based on
the solubility of water in the petroleum fraction. This allows
a partition coefficient for a solute in a petroleum fraction and
water to be determined without having to directly measure
properties of the solute in the petroleum fraction. Instead, the
partition coefficient can be estimated based on more com-
monly available properties, such as the octanol-water parti-
tion coefficient and the solubility of water in the petroleum
fraction.

In order to improve the estimation of a partition coefficient
based on a corresponding octanol-water coefficient, the esti-
mation of a partition coefficient for a solute relative to a
petroleum fraction and water can be modified based on the
nature of the petroleum fraction and the nature of the solute.
In various embodiments, the nature of the petroleum fraction
can be captured as part of a scaling factor and/or slope for a
linear relationship between an octanol-water partition coeffi-
cient and a corresponding petroleum fraction-water partition
coefficient. The nature of the solute can be captured by select-

solute
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ing an appropriate linear relationship based on a solute class,
and by incorporating a solute activity factor as an additional
scaling factor.

Solute Classes and Solute Activity Factor

Petroleum fraction-water partition coefficients generally
have a linear or quasi-linear relationship to corresponding
octanol-water partition coefficients, but the same linear rela-
tionship does not hold for all solutes. Instead, dividing solutes
into at least three classes of solutes is beneficial for estimating
apetroleum fraction-water partition coefficient using a linear
or quasi-linear relationship to an octanol-water partition coef-
ficient. Without the recognition of multiple classes of solutes,
the linear or quasi-linear relationship can appear to break
down across a general group of solutes.

One suitable method for classifying solutes is to group
solutes into a plurality of solute classes, such as three solute
classes. The classification of the solutes is based on the
chemical structure of the solutes. In this option, the first class
of solutes corresponds to solutes containing either an acidic
functional group, a sulfur atom, or a hydroxyl (i.e., —OH
group). Examples of acidic functional groups include car-
boxylic acid groups and other groups that cause a 0.1 mole/
liter solution of the solute in water to have a pH of less than
6.0. A second class of solutes corresponds to solutes contain-
ing one or more nitrogen atoms. In a preferred embodiment,
if the solute contains nitrogen, the solute is placed in the
second class of solutes. If a solute does not correspond to
either the first class or the second class, the solute is classified
as belonging to the third class of solutes. It is understood that
the above classification scheme is not unique, and that addi-
tional and/or different classes for solutes could be used to
define a family of linear or quasi-linear relationships between
petroleum fraction-water coefficients and octanol-water
coefficients.

In addition to determining a class for a solute, a solute
activity factor can also be determined for a solute. A solute
activity factor is a scaling value that allows for correction of
the relationship between an octanol-water coefficient and a
petroleum fraction-water partition coefficient on a per solute
basis. The solute activity factor can be based on a correlation
value. One suitable form for the correlation value is

( Ksotue (water) ) 2
Kiyarer(solvent)

Coctivity = —m———————
YT 10gPy e (OCtanol, water)

In equation (2), C,_,,., is the correlation value, K, ..
(water) corresponds to the solubility constant of a solute in
water, K, ,...(solvent) corresponds to the solubility constant
of water in a solvent (such as a petroleum fraction), and
P, ...(Octanol,water) is a partition coefficient for a solute in
octanol and water as described above. In equation (2), the
correlation value can be determined from values that are
either likely to be available or that can be readily obtained by
estimation or measurement. In particular, detailed character-
ization of the composition of the petroleum fraction is not
required.

Based on the correlation value, the solute activity factor
can be defined on a class dependent basis. For example, if the
classes are defined as nitrogen-containing solutes, acidic or
sulfur-containing solutes, and other solutes, the solute activ-
ity factor can be defined for each class as:
}\’Mtrogen:al *Cacn’vity; }\’acid:(xﬁ *Cacn’vity; and
Qomer=03"C iy I ONE example of a determination of
class correlation values, the o value for the nitrogen class was
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6

-5.4, the a value for the acid/sulfur class was 1.0, and the a
value for the other class was 4.3. Optionally, the definition for
a solute activity factor can also include a slope. For example,
the solute activity factor for the nitrogen class can be
Ayitrogen=01 " Caerinin+B1, the solute activity factor for the
acid or sulfur class can be A,;;70,*C, 4;,+B,, and the
solute activity factor for the other class can be
}\’Other:aii *Cacﬁvity+ [‘))3 .
Linear or Quasi-Linear Relationships for Partition Coeffi-
cients

After determining the class definitions for potential sol-
utes, and after determining a functional form for a solute
activity coefficient, a general linear or quasi-linear relation-
ship can be developed between a partition coefficient for a
solute in a petroleum fraction and water relative to a partition
coefficient in octanol and water.

P nueelsolvent,water)=4 *A ;.. *P; neo(0ctanol,wa-

ter)+B ©)

In Equation (3), A represents a scaling factor or slope for
the linear or quasi-linear relationship, B represents an inter-
cept value, A, 1s a scaling factor that is dependent on the
class of the solute as described above, and P_, . (x,water) is
apartition coefficient as described above. Note that inclusion
of the intercept B is preferred, but is not required.

An example of method for determining A, is provided
above. The value of P, ,,, (octanol,water) is available for a
wide variety of compounds. Additionally, dueto the extensive
nature of the octanol-water database of partition coefficients,
if a partition coefficient is not already available, it can often be
estimated, such as by analogy with a known species or by
using one of the various methods reported in the literature for
estimating an octanol-water partition coefficient based on
other physical data. Still another option is to measure the
octanol-water partition coefficient in advance for a compound
that is planned for use in an extraction, transport, or refining
application.

The remaining values in equation (3) are the slope A and
the intercept B. It has been determined that these values can
be calculated using the solubility (in the form of'the solubility
constant) of water in the petroleum fraction. The slope A and
intercept B can be expressed as a polynomial function of the
solubility constant of water in the petroleum fraction. For
example, the slope A can be fit as a quadratic polynomial in
logK,,...,(solvent), while the intercept B can be fit as a linear
binomial in log K, ..(solvent). In other words, the slope A
and intercept B can be expressed as

A=a*[log K, .., (solvent)>+b*log K. (solvent)+c

Q)

B=f*log K, .r(solvent)+g (5)

In equations (4) and (5), K,,,...(solvent) is the solubility
constant of water in the solvent (petroleum fraction), as
described previously, an In is the natural logarithm. Constants
a, b, ¢, f, and g are parameters that are determined by fitting
the parameters to data for partition coefficients in petroleum
fraction-water systems and octanol-water systems with
known (i.e., previously determined) values. It is noted that the
constants a, b, ¢, f, and g are dependent only on the solubility
of water in a petroleum fraction or other solvent. Thus, an
initial set of constants a, b, ¢, f, and g could be obtained by
fitting data from only a single class of solutes in order to
simplify the initial parameter fit process. Additionally, data
from solvents other than petroleum fractions may be used in
order to provide additional data for known systems.
Examples of suitable non-petroleum fraction solvents that
can be used for developing the parameter fit include aromatic
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solvents such as toluene, oxygen containing solvents such as
ketones, ethers, alcohols, or esters, hydrocarbon solvents,
halogenated solvents, and solvents containing more than one
type of functional group such as nitrobenzene. Performing a
fit with known systems that includes solutes from all classes
may provide improved results. However, given the qualitative
nature of the estimated partition coefficients provided by this
method, the less complicated parameter fit may be adequate.
In other embodiments, other types of polynomial fits can be
used for either the slope A or the intercept B.

FIG. 1 shows an example of a flow diagram for developing
a model according to the invention. In FIG. 1, a model is
constructed starting with various values that are measured or
otherwise available. One initial input corresponds to solubil-
ity constants for water in a plurality of solvents 115. The
solubility constants for water in solvents in combination with
solubility constants for various solutes in water 125 provides
another input. It is noted that the data in solubility constants
115 and solubility constants 125 will likely have some over-
lap. The solubility constants for water are represented twice
in FIG. 1 to improve the readability of the figure. A third input
is data from an octanol-water database or listing 145, which
provides partition coefficients for various solutes in octanol
versus water. A fourth input is measurements of partition
coefficients for solutes in a plurality of other solvent-water
systems 135.

Based on the starting inputs, parameters for a model can be
fit. One set of parameters corresponds to parameters for deter-
mining a slope and optionally an intercept for a linear rela-
tionship (or quasi-linear relationship) between octanol-water
partition coefficients and partition coefficients for other sol-
vent-water systems. This set of parameters can be determined
110 using solubility constants for water in solvents 115,
octanol-water partition coefficients 145, and measured parti-
tion coefficient values 135 as inputs. Another set of param-
eters corresponds to parameters for determining solute activ-
ity factor. These parameters include a correlation value and a
class-dependent scaling factor .. This set of parameters can
be determined 120 using solubility constants 125, octanol-
water partition coefficients 145, measured partition coeffi-
cients 135, and a parameter set 110 for determining the slope
and intercept. Optionally, parameters 110 and parameters 120
can be determined concurrently. After determining model
parameters, a partition coefficient for a given combination of
solute, solvent, and water can be estimated. Based on a class
for the solute, a solute activity factor can be determined 150
using the model parameters 120, solubility constants 125, and
an octanol-water partition coefficient from a database or list-
ing 145. A slope and intercept for the estimation can be
determined 160 based on the model parameters 110 and solu-
bility constants 115. The partition coefficient for a solute in a
solvent-water system can then be estimated based on the
slope and intercept values 160, the solute activity factor 150,
and the corresponding partition coefficient for octanol and
water 145.

Example 2—Demonstration of Methodology

As an initial hypothesis, the partition coefficient for a sol-
ute in octanol and water could simply be used directly as an
approximation for the partition coefficient for a solute in a
petroleum fraction and water. This initial hypothesis was
tested by measuring or otherwise obtaining a measured value
of the partition coefficient for various solutes in a represen-
tative plurality of petroleum fraction-water and other solvent-
water systems. FIG. 2 shows a scatter plot of using the
octanol-water partition coefficient versus a measured value
for various petroleum fraction-water or other solvent-water
systems. The vertical axis of FIG. 2 shows a ratio of the
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partition coefficient values on a log scale, so if the predicted
coefficient is identical to the measured coefficient, the data
point in FIG. 2 will have a value of 1. The horizontal axis is
simply an identifier value for the over 200 solute-petroleum
fraction-water or solute-other solvent-water systems that
were used in comparing a predicated partition coefficient with
a measured partition coefficient. As shown in FIG. 2, for
roughly 50% of the solute-solvent-water systems that were
investigated, using the octanol-water partition coefficient
directly as an estimate for the solvent-water partition coeffi-
cient (such as petroleum fraction-water partition coefficient)
results in an estimated value that differs from the measured
value by more than an order of magnitude. This is indicated
by the large number of data values greater than 10 on the
logarithmic vertical scale. In fact, a substantial number of
values in FIG. 2 show that the octanol-water value differs
from the measured value by 2 or even 3 orders of magnitude.
This large amount of variation makes it difficult to use the
octanol-water partition coefficient value directly as an esti-
mate for a petroleum fraction-water partition coefficient.

FIG. 3 shows a scatter plot for the same solute-solvent-
water systems as in FIG. 2, but with estimated partition coef-
ficients determined according to an example of the invention.
As shown in FIG. 3, the partition coefficient estimates pro-
vided according to the invention provide a substantial
improvement over simply using the octanol-water partition
coefficient for a given solute. In FIG. 3, 10% or less of the
estimated values differ from the measured value by more than
an order of magnitude, and all of the estimated partition
coefficient values differ from the measured value by less than
3 orders of magnitude. Additionally, a majority of the pre-
dicted partition coefficient values are between 0.2 and 5 times
the experimental value.

FIG. 4 shows the linearity or quasi-linearity of the relation-
ship between the solvent-water partition coefficient and the
octanol-water partition coefficient for solutes within a single
solute class (the class containing solutes without nitrogen or
acid/sulfur) for various solvents. The data in FIG. 4, which is
in the form of a log/log plot, include partition coefficients for
various solutes in five different solvents, including solvents
that correspond to individual compounds rather than petro-
leum fractions. As shown in FIG. 4, the solvent-water and
octanol-water partition coefficients have a roughly linear
relationship. Thus, the format of equation (3) above provides
a suitable functional form for approximating this linear rela-
tionship.

In the description of solute classes described above, a lin-
ear relationship was proposed between a solute activity factor
and a correlating factor. This solute activity factor provides a
correction factor A in equation (3), so that solutes in the
nitrogen class and acid/sulfur class have a quasi-linear rela-
tionship between solvent-water partition functions and cor-
responding octanol-water partition functions. FIG. 5 shows
an example of the relationships for the three solute classes
based on the above definitions. Class 1 corresponds to the acid
or sulfur class, class 2 corresponds to the nitrogen class, and
class 3 corresponds to other solutes. To generate the data in
FIG. 5, measured or previously determined values were
obtained for all variables in equation (3) except for the solute
activity factor A. The partition coefficients for solutes in both
solvent-water and octanol-water systems were measured.
Parameter fitting was also used for solutes from a single class
to develop an initial fit for constants a, b, ¢, f, and g in
equations (4) and (5). The solubility of water in the solvent
was then used to generate slope A and intercept B in equation
(3). Based on these values, the solute activity factor could be
solved for, and this is shown as the vertical axis. The horizon-
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tal axis represents the calculated correlating value shown in
equation (2). As shown in FIG. 5, all of the classes have an
approximately linear relationship. Additionally, for solutes in
class 1 corresponding to acids or sulfur-containing com-
pounds, the value in FIG. 5 is approximately 1 for all solutes
in the data. This indicates that the a value for class 1 is 1.
Example 2—Comparison with Experimental Data with Oil as
Solvent

A model developed in accordance with the above methods
was used to determine a predicted partition coefficient for a
solute-petroleum fraction-water system reported in the litera-
ture. The literature values were reported in Offshore Technol-
ogy Report OTH 92 385, which was published by the Health
and Safety Executive of Great Britain in 1993. In the report,
the partitioning of H,S between a North Sea crude oil and
water was investigated. A range of water solubilities in the
crude oil (petroleum fraction) were provided in the report. An
experimental determination of the partition coefficient was
also performed. The experimental value for the log of the
partition coefficient was 0.612, which corresponds to a parti-
tion coefficient of 4.09 for H,S in the crude oil.

To determine the predicted value according to the inven-
tion, a prior fit for the a, b, ¢, f, and g parameters was used.
Because H,S contains sulfur, the solute was assigned to class
1. Thus, the solute activity scaling factor was set to 1.0. The
solute activity factor was determined based on the solubility
of H,S in water, the reported solubility of water in the crude
oil, and the partition coefficient for H,S in octanol and water,
and the scaling factor of 1.0. Several values for the solubility
of water in the crude oil were available. As a result, the values
55 gmol/m® and 200 gmol/m> were used as nominal lower and
upper bounds. Both values were used to determine a solute
activity factor, leading to solute activity factors of 0.408 or
-0.488, respectively. The above values also allowed for cal-
culation of a slope A and intercept B. The 55 gmol/m?® value
resulted in a slope A of 1.127 and intercept B of —=1.329 for
equation (3). The 200 gmol/m> value resulted in a slope A of
1.123 and an intercept B of -0.823. These values were then
used in equation (3) to generate predicted values for the
partition coefficient. The water solubility of 55 gmol/m>
resulted in a predicted partition coefficient of 1.96 (log
K=0.29) while the water solubility of 200 gmol/m? resulted in
a predicted partition coefficient of 6.25 (log K=0.80). The
upper and lower bound values can be compared to the experi-
mental value of 4.09 (log K experimental=0.612) for H,S in
the crude oil mentioned above. As shown by the range of
predicted values, the method according to the invention pro-
vided an estimate of the log of the partition coefficient
between about 0.2 and 5 times the experimental value. For
comparison, a literature value for the partition coefficient of
H,S in octanol-water was 27.5 (log K=1.44).

In another example, a partition coefficient was predicted
according to the invention for a system reported in the litera-
ture consisting of phenol as a solute, a Miller (North Sea)
crude oil, and water. Data for this phenol-crude oil-water
system was discussed in a report published in Geochimica et
Cosmochimica, Vol. 61, pg 4393 (1997). The experimental
value for the log of the partition coefficient of phenol was
determined as 0.238, which corresponds to a partition coef-
ficient 1.72. Because phenol is acidic, the solute was also
assigned to class 1. Because the crude oil is also a North Sea
crude, the same nominal bounding values for the solubility of
water in the crude oil were used. As a result, the slope and
intercept values A, B are the same as in the previous example,
with slope A of 1.127 or 1.123 and intercept B of —1.329 or
-0.823 for equation (3). The solubility of phenol in water is
853 gmol/m®. The solute activity factor was determined based
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on the solubility of phenol in water, the solubility of water in
the crude oil, and the partition coefficient for phenol in
octanol and water, and a previously fit scaling factor of 1.0 for
the relationship between the solute activity factor and corre-
lating value for class 1. Thus, the solute activity scaling factor
was set to 1. Several values for the solubility of water in the
crude oil were available. Both nominal water solubility in
crude oil values were also used to determine a solute activity
factor for phenol partitioning, leading to solute activity fac-
tors of 1.877 or 0.993, respectively. These values were then
used in equation (3) to generate predicted values for the
partition coefficient. The water solubility of 55 gmol/m>
resulted in a predicted partition coefficient of 2.0 (log
K=0.30). The experimental value for the partition coefficient
is 1.72 (log K=0.24). For comparison, a literature value for
the partition coefficient of phenol in octanol-water was 28.8
(log K=1.45), which is more than an order of magnitude
different from the experimental value.

In still another example, a partition coefficient was esti-
mated for a system consisting of caprolactam as a solute,
chloroform as a solvent, and water. Data regarding the capro-
lactam-chloroform-water system has been reported in U.S.
Pat. No. 6,191,274. The experimental value for the log of the
partition coefficient of phenol was determined as —0.13 which
corresponds to a partition coefficient 0.74. Caprolactam con-
tains nitrogen and therefore, the solute was also assigned to
class 2. The solubility of caprolactam in water is 40353 gmol/
m>. The solubility of water in chloroform is 68.4 gmol/m?.
These values were used to determine a solute activity factor
for caprolactam partitioning, leading to a solute activity fac-
tor of =33.57. The solubility of water in chloroform was also
used to determine a slope A of 1.13 and an intercept B of
-1.24. These values were then used in equation (3) to generate
an estimated value for the partition coefficient of 0.826 (log
K=-0.083). The corresponding experimental partition coef-
ficient is 0.74 (log K=-0.131). Once again, the method
according to the invention provided an estimate of the parti-
tion coefficient between about 0.2 and 5 times the experimen-
tal value.

ADDITIONAL EMBODIMENTS
Embodiment 1

A method for predicting a partition coefficient for a solute
between a petroleum fraction and water, comprising: select-
ing a solute class for a solute; determining a solubility con-
stant of water in a petroleum fraction; calculating a solute
activity factor based on the solubility constant of water in the
petroleum fraction, a solubility constant of the solute in water,
a partition coefficient for the solute in octanol and water, and
the solute class; and predicting a partition coefficient for the
solute in the petroleum fraction and water based on the par-
tition coefficient for the solute in octanol and water, the solute
activity factor, and a scaling factor based on the solubility
constant of water in the petroleum fraction.

Embodiment 2

A method for predicting a partition coefficient for a solute
between a solvent and water, comprising: identifying a plu-
rality of solute classes; fitting parameters for determining a
slope in a linear or quasi-linear relationship between a parti-
tion coefficient in a solvent and water and a corresponding
partition coefficient in octanol and water, the parameters for
determining the slope corresponding to coefficients in a poly-
nomial expression based on a solubility constant of water in
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the solvent, the fitting of parameters being based on a plural-
ity of solvent-water systems; selecting a solute class for a
solute; determining a solubility constant of water in a solvent,
the solvent being different from solvents in the plurality of
solvent-water systems; calculating a solute activity factor
based on the solubility constant of water in the solvent, a
solubility constant of the solute in water, a partition coeffi-
cient for the solute in octanol and water, and the solute class;
and predicting a partition coefficient for the solute in the
solvent and water based on the partition coefficient for the
solute in octanol and water, the solute activity factor, and a
scaling factor based on the solubility constant of water in the
solvent.

Embodiment 3

A method according to embodiment 2, wherein the poly-
nomial expression is a quadratic polynomial.

Embodiment 4

A method according to embodiments 2 or 3, wherein fitting
parameters further comprises fitting parameters for determin-
ing an intercept value for the linear or quasi-linear relation-
ship, the parameters for determining the intercept value cor-
responding to coefficients in a polynomial expression based
on a solubility constant of water in the solvent, the fitting of
parameters being based on a plurality of solvent-water sys-
tems.

Embodiment 5

A method according to any of embodiments 1-4, wherein
the solubility constant of water in the petroleum fraction or
solvent is determined by measuring a solubility of water in the
petroleum fraction or solvent.

Embodiment 6

A method according to any of embodiments 1-5, wherein
the scaling factor based on the solubility constant of water in
the petroleum fraction corresponds to a slope for a linear or
quasi-linear relationship between the partition coefficient for
the solute in the petroleum fraction and water and the partition
coefficient for the solute in octanol and water.

Embodiment 7

A method according to any of embodiments 1-6, wherein
the solute activity factor comprises a scaling factor based on
the solute class and a correlation value, the correlation value
being defined by

! K soue (Water)
( K, aier(solvent) )

Coctivity = —m———————— ——
YT 10gPyope (OCtanol, water)

where C,_,,,,,, 1s the correlation value, K, ;. ..(water) is the
solubility constant of the solute in water, K, ,,..(solvent) is
the solubility constant of water in the petroleum fraction, and
P, ...(0ctanol,water) is the partition coefficient of the solute

in octanol and water.
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Embodiment 8

A method according to any of embodiments 1-7, wherein
the partition coefficient for the solute in the petroleum frac-
tion and water is predicted using the relationship

P, nec(solvent,water)=4 *N ;.. *P; n..(0ctanol water)

where P_, . (solvent,water) is the partition coefficient of
the solute in the petroleum fraction and water, P__,,,..(octanol,
water) is the partition coefficient of the solute in octanol and
water, A is the scaling factor based on the solubility constant
of water in the petroleum fraction, and A, 15 T*C iy
with the value of a being dependent on the solute class, and
wherein the scaling factor A corresponds to

A=a*[log K, ., (solvent)>+b*log K,...,(solvent)+c

where K, ,,..(solvent) is the solubility constant of water in
the petroleum fraction and a, b, and ¢ are parameters deter-
mined based on parameter fitting using a plurality of solvents.

Embodiment 9

A method according to any of embodiments 1-7, wherein
the partition coefficient for the solute in the petroleum frac-
tion and water is predicted using the relationship

P (solvent,water)=4 N ;.. *P. 1.0

ter)+B

(octanol,wa-

class

where P, ,,..(solvent,water) is the partition coefficient of
the solute in the petroleum fraction and water, P__,,,..(octanol,
water) is the partition coefficient of the solute in octanol and
water, A is the scaling factor based on the solubility constant
of water in the petroleum fraction, B is a factor based on the
solubility constant of water in the petroleum fraction, and
A tass 150%C .0 With the value of o being dependent on the
solute class, and wherein the scaling factor B corresponds to

B=f*log K, .r(solvent)+g

where K, ,,..(solvent) is the solubility constant of water in
the petroleum fraction and fand g are parameters determined
based on parameter fitting using a plurality of solvents.

Embodiment 10

A method according to any of embodiments 1-9, wherein
the petroleum fraction or solvent consists essentially of oil
derived from a mineral source.

Embodiment 11

A method according to any of embodiments 1-10, wherein
the solute class is selected from a first class for solutes con-
taining nitrogen, a second class for solutes containing sulfur,
an acidic functional group, or a hydroxyl functional group,
and a class for solutes not assigned to the first class or second
class.

Embodiment 12

A method according to embodiment 11, wherein a solute
assigned to the first class for solutes containing nitrogen is not
considered for assignment to the second class for solutes
containing sulfur or an acidic functional group.

Embodiment 13

A method according to any of embodiments 1-12, wherein
the solute is a corrosion inhibitor, a scale inhibitor, or a
compound for inhibiting formation of gas hydrates.
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What is claimed is:
1. A method for predicting a partition coefficient for a
solute between a petroleum fraction and water, comprising:

selecting a solute class for a solute;

obtaining a sample of a petroleum fraction;

determining a solubility constant of water in the petroleum
fraction;

calculating a solute activity factor based on the solubility
constant of water in the petroleum fraction, a solubility
constant of the solute in water, a partition coefficient for
the solute in octanol and water, and the solute class;
wherein the solubility constant of water in the petroleum
fraction is determined by measuring a solubility of water
in the petroleum fraction; wherein the solute activity
factor comprises a scaling factor based on the solute
class and a correlation value, the correlation value being
defined by

1 ( K souse (Water) )
Kparer(solvent)

Coivin = er
activity log Psppre (Octanol, water)

where C,,.,;,,,, 1s the correlation value, K, . (water) is the

solubility constant of the solute in water, K., (solvent)

is the solubility constant of water in the petroleum frac-

tion, and P, , . (octanol,water) is the partition coeffi-
cient of the solute in octanol and water;

predicting a partition coefficient for the solute in the petro-

leum fraction and water based on the partition coeffi-
cient for the solute in octanol and water, the solute activ-
ity factor, and a scaling factor based on the solubility
constant of water in the petroleum fraction; and

adding the solute to the petroleum fraction based on the

predicted partition coefficient.

2. The method of claim 1, wherein the scaling factor based
on the solubility constant of water in the petroleum fraction
corresponds to a slope for a linear or quasi-linear relationship
between the partition coefficient for the solute in the petro-
leum fraction and water and the partition coefficient for the
solute in octanol and water.

3. The method of claim 1, wherein the partition coefficient
for the solute in the petroleum fraction and water is predicted
using the relationship

P, nec(solvent,water)=4 *N ;.. *P. n..(Octanol ,water)

where P__, .. (solvent,water) is the partition coefficient of
the solute in the petroleum fraction and water, P, ;..
(octanol,water) is the partition coefficient of the solute in
octanol and water, A is the scaling factor based on the
solubility constant of water in the petroleum fraction,
and Aclass is *C,, ., With the value of a being depen-
dent on the solute class.

4. The method of claim 3, wherein the scaling factor A

corresponds to

A=a*[log K, ,er(solvent) P+b*log K., ... (solvent)+c

where K, . (solvent) is the solubility constant of water in
the petroleum fraction and a, b, and ¢ are parameters
determined based on parameter fitting using a plurality
of solvents.
5. The method of claim 1, wherein the partition coefficient
for the solute in the petroleum fraction and water is predicted
using the relationship

P, p..(solvent,water)=4 *A,

ter)+B

*
‘P, nuelOctanol,wa-

class
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where P, ,,..(solvent,water) is the partition coefficient of
the solute in the petroleum fraction and water, P_, .
(octanol,water) is the partition coefficient of the solute in
octanol and water, A is the scaling factor based on the
solubility constant of water in the petroleum fraction, B
is a factor based on the solubility constant of water in the
petroleum fraction, and Aclass is a*C,,,,,, With the
value of a being dependent on the solute class.

6. The method of claim 5, wherein the scaling factor B

corresponds to

B=f*log K, .r(solvent)+g

where K, ., (solvent) is the solubility constant of water in
the petroleum fraction and fand g are parameters deter-
mined based on parameter fitting using a plurality of
solvents.

7. The method of claim 1, wherein the petroleum fraction
consists essentially of oil derived from a mineral source.

8. The method of claim 1, wherein the solute class is
selected from a first class for solutes containing nitrogen, a
second class for solutes containing sulfur, or an acidic func-
tional group, or a hydroxyl functional group, and a third class
for solutes not assigned to the first class or second class.

9. The method of claim 8, wherein a solute assigned to the
first class for solutes containing nitrogen is not considered for
assignment to the second class for solutes containing sulfur or
an acidic functional group.

10. The method of claim 1, wherein the solute is a corrosion
inhibitor, a scale inhibitor, or a compound for inhibiting for-
mation of gas hydrates.

11. A method for predicting a partition coefficient for a
solute between a solvent and water, comprising:

identifying a plurality of solute classes;

fitting parameters for determining a slope in a linear or

quasi-linear relationship between a partition coefficient
in a solvent and water and a corresponding partition
coefficient in octanol and water, the parameters for
determining the slope corresponding to coefficients in a
polynomial expression based on a solubility constant of
water in the solvent, the fitting of parameters being
based on a plurality of solvent-water systems;

selecting a solute class for a solute;

determining a solubility constant of water in a solvent, the

solvent being different from solvents in the plurality of
solvent-water systems;

calculating a solute activity factor based on the solubility

constant of water in the solvent, a solubility constant of
the solute in water, a partition coefficient for the solute in
octanol and water, and the solute class; wherein the
solute activity factor comprises a scaling factor based on
the solute class and a correlation value, the correlation
value being defined by

! K sotuse (Water)
( K, yarer(solvent) )

C o= watertPVEH
activity log Psopre (Octanol, water)

where C,_,,.,,,.1s the correlation value, K, ,, ..(water) is the
solubility constant of the solute in water, K, ...(solvent)
is the solubility constant of water in the solvent, and
P, ,;...(octanol,water) is the partition coefficient of the
solute in octanol and water; and

predicting a partition coefficient for the solute in the sol-

vent and water based on the partition coefficient for the
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solute in octanol and water, the solute activity factor, and
a scaling factor based on the solubility constant of water
in the solvent; and

adding the solute to the solvent based on the predicted

partition coefficient.

12. The method of claim 11, wherein the solvent comprises
a petroleum fraction.

13. The method of claim 11, wherein the polynomial
expression is a quadratic polynomial.

14. The method of claim 11, wherein fitting parameters
further comprises fitting parameters for determining an inter-
cept value for the linear or quasi-linear relationship, the
parameters for determining the intercept value corresponding
to coefficients in a polynomial expression based on a solubil-
ity constant of water in the solvent, the fitting of parameters
being based on a plurality of solvent-water systems.

15. The method of claim 11, wherein the solute class is
selected from a first class for solutes containing nitrogen, a
second class for solutes containing sulfur, or an acidic func-
tional group, or a hydroxyl functional group, and a third class
for solutes not assigned to the first class or second class.

16. The method of claim 11, wherein partition coefficient
for the solute in the solvent and water is predicted using the
relationship

5
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P nueelsolvent,water)=4 *A ;.. *P; neo(0ctanol,wa-
ter)+B

where P, ,,..(solvent,water) is the partition coefficient of
the solute in the solvent and water, P, ,,,..(octanol,water)
is the partition coefficient of the solute in octanol and
water, A is the scaling factor based on the solubility
constant of water in the solvent, B is a factor based on the
solubility constant of water in the solvent, and Aclass is
a*Cactivity, with the value of a being dependent on the
solute class.

17. The method of claim 16, wherein the scaling factor A

corresponds to

A=a*[log K., (solvent)]>+b*log K, .. (solvent)+c

ater ter

where K, ,,..(solvent) is the solubility constant of water in
the solvent and a, b, and ¢ are parameters determined
based on the fitting of parameters.
18. The method of claim 16, wherein the scaling factor B
corresponds to

B=f*log K, .r(solvent)+g

where K, ., (solvent) is the solubility constant of water in
the solvent and fand g are parameters determined based
on the fitting of parameters.
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